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  2017-2022 Ford Super Duty 2M/N Mount Instructions 

 

Step 1 – Lay out Ebling parts and hardware to familiarize yourself with contents. 

Step 2 – Remove wire loom clips from factory hitch. 

Step 3 – Unplug trailer plug and wire loom for bumper. 

Step 4 – Remove 4 nuts attaching bumper to frame brackets (2 on each side, save 

for later use). Also remove 2 bolts near center just below license plate (on early 

models, these will not be reused). Remove bumper and set aside. (The OEM hitch 

bracket in the center in early years was welded on, if it has clips you can remove 

it) 

Step 5 – Remove bumper brackets and bolt clips from frame and hitch brackets (2  

bolt clips w/2 bolts on each clip) on each side, brackets, bolt clips & nuts will be 

reused). 

Step 6 – Unbolt hitch by removing 4 bolts on each side of the forward section of 

hitch (these will not be reused). Be sure to support hitch to keep it from falling 

when bolts are removed. Slowly lower hitch from truck and remove. 

Step 7 – Now take out nut plates from inside frame rails (2 each side, these will 

not be reused). 

Step 8 – Lift Ebling mount/hitch into position against frame. Insert 5/8” x 2” bolts 

and flat washers inside frame rails and through the 4 forward holes on each side. 

Finish bolts with 5/8” flat washers, lock washers and nuts. Finger tighten only at 

this time. 

Step 9 – Install angle clip on each side with slotted holes down against mount. 

Refer to drawing. 
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Step 10 – Insert furthest forward 2 bolt clip removed in step 5. Hang side support 

plate from these and mark hole in plate to be drilled to attach to side of mount. 

Step 11 – Drill 11/16” hole in support plate as marked. Position plates on bolt clips 

and insert 5/8” x 2” bolt from outside and finish with lock washer and nut (finger 

tighten only). 

Step 12 – Insert rear bolt clip removed in step 5, slide bumper bracket over 4 bolts 

on side of frame and start lock nuts. 

Step 13 – Tighten 5/8” bolts on side support plates (this should center mount to 

truck frame).  

Step 14 – Tighten 4 - 5/8” bolts in forward holes of each side of mount to torque 

specs. 

Step 15 – Align top edge of bumper bracket with top edge of angle clip at rear of 

mount. Bracket will be 1/4” to 3/8” above angle clip. When these edges are 

parallel tighten all 4 bumper bracket nuts. Both sides. 

Step 16 – Now tighten angle clip bolts to mount and torque. Both sides.  

Step 17 – Using zip-ties secure wire looms removed from hitch in step 2. 

Step 18 – Reinstall bumper, checking for side to side alignment, start nuts and 

tighten. At this point check alignment of bumper (you may have to adjust bumper 

brackets slightly to align bumper correctly). 

Step 19 – Plug in trailer plug and bumper wiring loom unplugged in step 2. 

Installation of ford mount is complete. 

* All parts and hardware included for the 2M mount must be used in the 

installation. Any missing or non-OEM parts or hardware will void warranty. 

Torque all bolts to specification as shown in torque chart.  
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