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2020-Current GM 2500HD Short & Long Box 3Y Mount Instructions 

 

Step 1 – Lay out Ebling parts and hardware to familiarize yourself with contents. 

Step 2 – Remove spare tire from underside of truck and set aside. 

Step 3 – Also remove heat shield on right side of vehicle (this will not be reinstalled). 

Step 4 – Remove OEM bolts from the rear bottom of frame rail, both sides. Then 

remove OEM bolts that are next closest to front of truck on the bottom of frame 

rail. 

Step 5 – Raise Ebling mount into position against frame, re-use OEM bolts removed 

in Step 3 and snug bolts so mount is against frame. 

Step  6  –  You will now need to drill the 2 remaining holes through the frame and 

install ½” x 1 ¾” bolts and grade 8 USS flat washers from inside frame out. Finish 

with Grade 8 USS flat washer, lock washer and nut. 

Step 7 – Make sure mount is centered on frame and tighten all 6 bolts to torque 

specifications shown on chart. 

Step 8 – One side at a time remove OEM bolt at the rear inside side of the frame 

(This bolt passes through the frame and has a double nut on the outside of frame, 

loosening the outside nut first will ease in removing the bolt). Once this bolt is 

removed, put the bolt through the side support plate and return bolt to the frame. 

Step 9 – Attach the side support plate to the mount using ½”x1 ½” bolts, grade 8 

USS flats, lock washers and nuts, from the outside in. Use the grade 8 flats on 

outside of mount, lock washers and nuts on the inside. 

Step 10 – Repeat for other side of mount. 
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Step 11 – Torque all bolts as specified on chart. Return spare tire to its original 

position. 

NOTE: All parts and hardware included for the 3X mount must be used in the 

installation. Any missing or non-OEM parts or hardware will void warranty.  

NOTE: On some models of the 2020 GM 2500 & 3500 the exhaust pipe may be close 

enough to the mount to possibly cause a rattle. If this is the case simply dent the 

side of the exhaust pipe causing the contact or heat and bend the pipe for 

clearance. 

Installation of mount is complete. 
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